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side both of the manufacturer and of the user. Its eight steps are an extension of ISO 14040 life 
cycle assessment and consider all three sustainability dimensions – economic, environmental and 
social – and a service perspective, using the service unit. A set of indicators for the three 
dimensions, aligned to the service unit concept, is proposed based on literature suggestions. 
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1 Introduction 
In 1987 the concept of sustainable development was defined by the Brundtland 
Commission as the “development that meets the needs of the present without 
compromising the ability of future generations to meet their own needs” (United Nations 
General Assembly, 1987). Then, the United Nations General Assembly (2005) categorized 
it into three relevant dimensions, which are economics, environment and society. Since 
its first definition, sustainability has represented the core topic of a research front. The 
research community is growingly interested in investigating synergies between Total 
Quality Management (TQM) and Sustainable Development (SD) from different 
perspectives and regarding its three dimensions (e.g. McAdam and Leonard, 2003; Tsai 
and Chou, 2009). From an operational perspective, TQM leads to better quality in 
products and processes and, consequently, to less production of waste and scraps, 
directly connected to emissions in the environment and to resource and energy 
consumption. Rework and waste have economic implications, named as “costs of poor 
quality” (Isaksson, 2005; Isaksson, 2006; Reed et al., 2000). Furthermore, a better 
product and process quality also achieves higher customer satisfaction (Reed et al., 
2000). Service quality has been a huge area of research and is recognised as an 
imperative in manufacturing companies (Prakasha and Mohanty, 2012). In the last 
decades, due in part to the servitization trend in manufacturing, an increased attention 
was paid by manufacturing companies also in the quality of industrial services. The 
transition from selling products to integrating services into company’s core offerings is 
characterized by a strong customer-oriented approach (Oliva and Kallenberg, 2003), 
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which enables companies to develop efficient and quality services (Aurich et al., 2010). A 
special case of servitization is the concept of Product-Service Systems (PSS) (Baines et 
al., 2009), defined as “a mix of tangible products and intangible services designed and 
combined so that they jointly are capable of fulfilling final customer’s needs” (Tukker and 
Tischner, 2006). Benefits associated to PSS concern costs reduction, decrease of relevant 
emissions and resource consumption and changes in social impacts, even without any 
physical modification on the products (Baines et al., 2009). 
The current paper proposes a methodology to assess the sustainability impacts, 
regarding all sustainability dimensions during the lifecycle of a PSS solution, in particular 
focusing on its use life. Innovative elements, with respect to current assessment 
methodologies in literature, are mainly: the assessment of the three sustainability 
dimensions in parallel and the possibility to assess services, not only physical products, 
once system boundaries are set. 
The adoption of the methodology has a particular potential use for the identification of 
improvement alternatives for product-service solutions at a concrete usage phase: this 
would enable a continuous improvement approach applied to PSSs. 
The paper presents a literature review in Section 2, regarding the link between PSS, SD 
and current methods to assess sustainability. Section 3 introduces the methodology and 
its uses and gives a particular focus on the chosen indicators. Several scenarios of a case 
study demonstrating the methodology are illustrated in Section 4. Section 5 eventually 
presents some discussion on the results and suggestions for future research. 
 
2 Literature Review 
 
2.1 PSS types 
The PSS concept is based on the idea that consumers do not specifically require a product, 
but the functionality that this product offers with its services. Facing this with a “green 
mindset” leads to higher degrees of freedom in the development of sustainable product-
service solutions and of less impacting business models (Tukker and Tischner, 2006). 
Literature agrees on a main classification of PSSs (Tukker, 2004):  

1. Product-oriented PSS, where the focus is on the product complemented with 
additional services; 
2. Use-oriented PSS, making the product available for use in different ways, 
usually owned by producers and shared by a number of users; 
3. Result-oriented PSS, based on an agreed and desired outcome, without the 
involvement of specific products. 

 
PSS may positively influence the three sustainability axes: (i) economic benefits come 
from the potential in differentiation and competitiveness of PSSs (especially against low 
cost economies), due to a more customized (Mont, 2004) and of higher quality product-
services; (ii) PSSs allow a more intensive usage of products and a reduction of total 
production, thanks to the promotion of alternative uses of products, to the encouraged 
dematerialization of the offer (Mont, 2004; Ryan, 2000) and to the manufacturers’ 
responsibility over the final disposal of produced goods, leading to less impacting 
product design and uses; (iii) for society, governments may release sustainability-
boosting policies inspired by PSSs, and added services may create new job positions 
(having service activities a higher labour input per Euro than products (Stahel, 2000)). 
PSSs are also considered effective enablers to sustainability thanks to renting-sharing 



  

  

  

  
 

 

services of environmentally sound (and often expensive) products thus allowing to 
overthrow high price entry barriers (Tukker, 2004). 
 
2.2 Sustainability Assessment Methodologies 
Sustainability assessment methodologies in literature are numerous. Some propose 
theoretical approaches, others specific industrial cases. The majority of them focus on 
one specific sustainability dimension, within which only few impact categories are 
addressed. It is rare that these methodologies reach complete integration over the triple 
bottom line, even if many authors wish for it (Klöpffer, 2008; Rebitzer and Hunkeler, 
2003; 2005). 
The following paragraphs present the most relevant methodologies in literature for this 
work. Life Cycle Assessment and Material Input per Service Unit methodologies regard 
the environmental dimension; the following sections mention economic and social 
assessment approaches and, finally, some examples concerning their integration are 
illustrated.  
 
2.2.1 Environmental Assessment 
The most common environmental assessment technique is the Life Cycle Assessment, 
described in the International ISO 14040 standard (International Organization for 
Standardization, 1997). 
ISO 14040 is characterized by a lifecycle perspective, which considers cradle-to-grave 
phases (raw materials, manufacturing, assembly, distribution, use, end-of-life) and is 
necessary to avoid shifting of environmental burdens from one lifecycle step to another 
(Finkbeiner et al., 2006). It serves both as a decision support tool to compare impacts of 
different techno-economic alternatives and as quantifier for improvement potentials 
under many environmental respects: climate change, stratospheric ozone depletion, 
smog creation, euthrophication, acidification and similar. In order to compare different 
product solutions, data are normalized on the functional unit, which describes and 
quantifies properties of the product, such as functionality, appearance, stability, 
durability, ease of maintenance, etc. (Weidema et al., 2004). 
MIPS methodology (Material Input Per Service unit) was developed by the Wuppertal 
Institute for Climate, Environment and Energy (Lettenmeier, 2009; Ritthoff et al., 2002), 
in order to support the quantification of materials and energy needed to provide a 
service, considering the complete lifecycle of products constituting its physical bases and 
then expanding the evaluation to a wider service perspective through the concept of 
Service Unit. The latter is similar to the concept of Functional Unit, mentioned in LCA, but 
is more focused on the service delivered than on the physical product.  
The perspective of this methodology is different from the conventional ones, which strive 
for less emissions and waste: if less materials and energy are used as input to the system, 
also the emitted output will be lighter. This encourages dematerialization of existing 
products and production processes thanks to the service perspective, which is consistent 
with the tendency of offering PSSs (Ryan, 2000), instead of simply selling physical goods. 
 
2.2.2 Economic Assessment 
Economic assessments in literature consider the lifecycle of the product-service, as the 
already mentioned environmental ones. The most popular indicators are the Life Cycle 
Cost (LCC - sum of all costs for a certain player related to the product-service), Net 
Present Value (NPV - algebraic sum of all discounted costs and revenues for a certain 
player), Profitability Index (value increase per investment) and Internal Rate of Return 



     

     
 

 

(the discount rate which makes the NPV of a project equal to zero). The Payback Period 
(time for a project to repay for itself) is used as a complementary indicator with one of 
the above-mentioned ones, although not having a lifecycle perspective itself (Asiedu and 
Gu, 1998; Biezma and San Cristobal, 2006; Mao, 1970). The lifecycle perspective is used 
to avoid selecting an alternative with lower initial costs but higher operations and 
maintenance costs. Usage costs may be equal to many times the initial purchase or 
investment costs (Woodward, 1997). 
Life Cycle Cost is the economic counterpart of the environmental LCA and its several uses 
may be: support in the choice of alternatives (Cole and Sterner, 2000; Woodward, 1997); 
selection of new approaches for maintenance and operations management (Frangopol et 
al., 1997; Karyagina et al., 1998; Utne et al., 2012); optimization of new product-services 
design (Asiedu and Gu, 1998; Curran et al., 2007) and triggering changes in current 
configurations of existing systems (Wang and Sivazlian, 1997). 
 
2.2.3 Social Assessment 
Although products and services have social consequences at all stages of their lifecycles, 
social burdens are still not extensively considered. There is still no widely accepted 
assessment approach and social consequences are difficult to quantify into flows related 
to the product-services (which is easier for financial and physical flows). Moreover, the 
type of information needed is more complex to obtain and deal with, as it has to do with 
the single company’s conduct and its impact on stakeholders with very high site-
specificity (Dreyer et al., 2006; Jørgensen et al., 2008). Unlike environmental assessment, 
where the so called Areas of Protection must be protected from undesired emissions or 
resource consumption, within society the controlled areas are not strictly “under 
protection from damage” but are those where improvement is possible and desirable 
(Dreyer et al., 2006; Grießhammer et al., 2006; Hauschild et al., 2008; Jørgensen et al., 
2008). Some authors suggest that LCA can be used as a conceptual basis for social 
assessment, as it is a widely acknowledged methodology (Dreyer at al., 2006, 2010; 
Grießhammer et al., 2006; Hauschild et al., 2008; Klöpffer, 2008; Rebitzer and Hunkeler, 
2005). The outcome of this adaptation is the SLCA (Social Life Cycle Assessment). SLCA 
is not conflicting with the principles of profitability and competitiveness in business, it is 
just a decision support tool to do business in a socially responsible manner (Dreyer et al., 
2006). SLCA has a theoretical basis but has not yet practical implementations. Social 
impact categories are usually referring to principles expressed in the Universal 
Declaration of Human Rights, in SA8000 (Social Accountability International, 2008), in 
the Tripartite Declaration of Principles concerning Multinational Enterprises and Social 
Policies and in International Labour Organization conventions (Dreyer at al., 2006, 2010; 
Hauschild et al., 2008). Some examples of possible social impact categories are the 
following: avoidance of discrimination, child labour, forced labour, freedom of 
association and collective bargaining, physical working conditions, training and 
education of employees, health and safety of employees, job creation, support for local 
community development (Dreyer at al., 2006, 2010; Grießhammer et al., 2006; Hauschild 
et al., 2008). 
 
2.2.4 Integration of Three Dimensions 
Integration of the three dimensions into a unique assessment would allow a complete 
sustainability overview. In fact, changes in environmental impacts of a company cannot 
be applied if not profitable for the company and any environmental and economic 
development cannot be stable in the long run without a basis of social fairness. For this 



  

  

  

  
 

 

reason, it is important to assess the three aspects of sustainability at the same time 
(Klöpffer, 2008). To reach a consistent approach it is essential that overlapping areas 
shared by more than one dimension are not counted twice (i.e. human health issues may 
be considered both social and environmental, or local economy development may be 
both belonging to economic and social spheres). 
The integration of environmental and economic evaluation is relatively easy and already 
adopted by many examples in literature (Cooper et al., 2012; Edkunge and Råberg, 1998; 
Fesanghary et al., 2012; Hong et al., 2011) thanks to the common data input (such as the 
used materials and energy) and the quantitative nature of indicators (Grefrath et al., 
2012; Rebitzer et al., 2003; Shapiro, 2001). Moreover they can both be drastically 
reduced through a proper design of product-services (Alting and Brøbeh Legart, 1995; 
Hunkeler and Rebitzer, 2003; Rebitzer et al., 2003; Züst and Caduff, 1997). 
The inclusion of the social dimension into the integration of environmental and economic 
assessments leads to a Sustainability Life Cycle Assessment (Sustainability LCA) 
(Grießhammer et al., 2006). The biggest challenge for integration is the qualitative nature 
of most social indicators, which makes the assessment much dependent on decision 
makers’ personal opinions. 
Examples of integration of the three sustainability dimensions are Full Cost Accounting 
techniques (Klöpffer, 2003; Cole et al., 2000), which consist in the economic 
quantification of social and environmental impacts to be included into the economic 
assessment, resulting in only one indicator for a complete sustainability assessment. 
Similar approaches are the Cost-Benefit Analysis and the Cost Effectiveness Analysis 
(Weidema, 2006; Cellini and Kee, 2010). Both of the analyses weigh the total expected 
economic-environmental-social costs against the total benefits; the first by subtracting 
their monetized values, the latter by calculating the ratio of a cost over a non-monetary 
benefit. 
These techniques have limited applications for two main reasons (Klöpffer, 2003): on 
one side, the assignment of a monetary value to social and environmental damages and 
benefits is not easy (and sometimes even repulsive); on the other side, since companies 
do not actually bear these costs directly (the society as a whole pays for them), they do 
not receive the necessary consideration. 
 
3 Sustainability Impact Calculation Methodology 
Trying to overcome the gaps present in existing methodologies, the Sustainability Impact 
Calculation Methodology pursues the integration of the three sustainability dimensions 
using, whenever possible, the same data for more than one dimension. Integration also 
includes the goal of achieving completeness in the assessment within each impact 
category. Figure 1 shows the eight steps of the methodology.  

I. Definition of goal and scope: definition of the PSS, that can be of any type according 

to the classification of Tischner and Tukker (2006), as well as the target scenarios to 

be compared with and the assumptions and criticalities of the analysis.  

II. Definition of system boundaries: flows to be considered and to be neglected must be 

chosen. Traditionally, system boundaries define which flows are accounted for: in 

particular, those energy, material or financial flows which cross the system 

boundaries are considered, while others are neglected. In the proposed methodology, 

system boundaries differ according to each sustainability dimension: 



     

     
 

 

 Environment: traditional system boundaries, considering only those material and 
energy flows that cross them, as inputs (resource consumption) or as outputs 
(emissions).  

 Economics: financial flows may either cross the system boundaries, or be 
completely internal to the system (those flows that are costs for a player and 
revenues for another). In traditional assessments, internal flows would not be 
considered; here they are considered because economic sustainability must be 
ensured for each player and not only for the system as a whole. 

 Social: it includes all target stakeholders, impacted by the PSS lifecycle, both 
internal (employee, customers, suppliers) and external (local community). 

III. Definition of processes to be assessed and of the lifecycle phases. The assessment is 
performed separately for each lifecycle phase, to keep track of critical results and to 
implement direct improvement actions. Eventually, contributions from different 
lifecycle phases are aggregated into the complete lifecycle assessment. 

IV. Definition of Service Unit. The number of Service Units provided throughout the PSS 
lifecycle is the normalization basis of many indicators. It is not a new concept, since 
it was introduced in MIPS methodology (Ritthoff et al. (2002); Lettenmeier (2009)). 
To identify the proper Service Unit, it must be understood which is the performance 
that must be guaranteed to the customer. This is in line with the idea that, by adding 
more services to the same physical product, the total number of Service Units may 
increase, reducing the impacts per single Service Unit delivered. In this perspective, 
the methodology is suitable to analyze the impacts of different PSS solutions. 

V. Selection of indicators. Impact categories and indicators must be selected according 
to the focus of the analysis and the data available. Depending on the chosen 
indicators, the allocation procedure, data needed and data quality requirements 
must be made clear at this moment, as it will affect data collection and assessment 
results. 

VI. Collection of data. The basis for the integration of sustainability dimensions is built 
in this phase. The structure of the data collection itself allows for the same input data 
to be used for more dimensions, if this is reasonable. Using the suggested structure, 
risks of double counting are avoided. Ideal sources are internal to the company. If 
internal information is not available, external data from trustful sources may be 
taken (from certified databases, statistical bureaus, governments and university 
studies). It is important to get data in the needed units of measure. 

VII. Calculation of indicators values. All the indicators in each dimension are computed 
for each lifecycle phase. Traceability must be ensured, to identify which impacts and 
lifecycle phases are most critical. Final values are presented both in an aggregated 
form (for a general overview of the PSS) and in a disaggregated one to identify the 
single criticalities to be improved.  

VIII. Analysis and reporting of results include different activities such as (i) interpretation 
of aggregated / disaggregate results, (ii) identification of criticalities and (iii) 
sensitivity analyses. Moreover, reporting consists in presentations to company’s 
decision makers and ideation of improvement actions.  

 



  

  

  

  
 

 

 
Figure 1 - Methodology Steps 

 
The proposed methodology is based on ISO standard 14040 even if it is different in many 
aspects. It represents an extension in width (considering economic and social dimensions 
along with the environmental one) and depth (detailing the indicators to be used and not 
only the high level impact categories); and a change in mindset, as the assessment is on 
the service and not only the physical product. Moreover, the economic and social system 
boundaries are defined according to the relevant stakeholders, differently from the 
traditional configuration of system boundaries, considered only for the environment. 
Possible uses of the methodology are four: (i) assessment of the sustainability impacts of 
a PSS; (ii) identification of most critical phases in the PSS lifecycle; (iii) comparison of 
different PSS alternatives; (iv) monitoring of long term changes of a PSS and its 
subsequent versions. Of course, consistency between uses and the selected impact 
categories and indicators must be ensured. All uses must be seen in the light of 
continuous improvement, since the assessment should be followed by the improvement 
of the triple bottom line performance. 
The methodology has been implemented on MSTM Excel, chosen for its flexibility and 
popularity in use. 

 

3.1 Classification of impact categories and indicators 

Pursuing the objective of completeness, the methodology provides an indication of which 
impact categories and indicators to study. The proposed impact categories and indicators 
can be adapted or removed according to the specific case under assessment. The 
proposed indicators have been selected pursuing easiness in computation, relatedness 
to the concrete service and consistency with the approach philosophy (i.e. used as part 
of a decision making tool). 
 

3.1.1 Environmental Indicators 
Literature offers a wide set of environmental indicators, assessing either resource 
depletion or emissions during product use or evaluating product design. Table 1 reports 
the chosen indicators, grouped by perspective, with measure units and sources of 



     

     
 

 

respective formulas. Table 2 shows the indicators to be exploited for green marketing 
initiatives and to face stricter regulations from governmental norms, because they are 
easily understandable to the market and employees: these are a detailed analysis of the 
energy consumption and CO2 emissions divided into energetic resources categories. 
Factors to compute their values are taken from literature.  
 

Perspective Impact category Measure Unit Source 

Resource 
depletion 

Abiotic Materials 

Kg/S.U. 
Ritthoff et al. (2002); 
Lettenmeier (2009) 

Biotic Materials 
Soil Erosion 

Water 
Air 

Emissions 

Acidification SO2 eq. Kg/S.U. Pehnt (2006) 
Global Warming CO2 eq. Kg/S.U. WMO (2006) 

Euthrophication (PO4)3- eq. Kg/S.U. 
Seppälä et al. (2004); Pehnt 

(2006) 
Ozone Depletion CFC-11 eq. Kg/S.U. WMO (2006) 

Eco-toxicity 1.4 DCB eq. Kg/S.U. Huijbregts et al. (2000) 

Human Toxicity 
DALY/mg 

absorbed/S.U. 
Crettaz et al. (2002); 

Pennington et al. (2002) 
Photochemical Oxidant 

Formation 
C2H4 eq. Kg/S.U. 

Derwent et al. (1998) 
PAN Creation C3H6 eq. Kg/S.U. 

Waste Kg waste/S.U. Saur et al. (2000) 
Design 

variables 
Recyclability Rating 1-6 

Coulter et al. (1998) 
Disassemblability Rating 1-5 

Table 1 – Environmental Impact categories and Sources (S.U. stands for Service Unit) 

 

 

CO2 sources 
Measure 

Units 
CO2 for fuel combustion kg CO2/S.U. 
CO2 for internal energy 

production 
kg CO2/S.U. 

CO2 for electricity kg CO2/S.U. 
Total CO2 kg CO2/S.U. 

Energy sources 
Measure 

Units 
Energy from renewable sources MWh/S.U. 

Electric energy from non 
renewable sources 

MWh/S.U. 

Other energy resources kg/S.U. 
Table 2 – CO2 and Energy sources (S.U. stands for Service Unit) 

 
3.1.2 Economic Indicators 
Traditional indicators for costs and profits of a project are used for the economic 
assessment (Table 3). Two perspectives are monitored: the one of the company offering 
the product-service and the one of the user. With the double perspective, it is possible to 
obtain a first estimate of the cost-saving for the user and cost-rise for the company 
offering the product-services due to the addition of services to the products. This helps 



  

  

  

  
 

 

having an idea of the right pricing of services, in order to simultaneously ensure 
profitability for the company and cost-saving for the user. Economic sustainability is then 
granted for both players. 

 

Indicator Comments 
Net Present Value for 

company 
To have a general idea if it is profitable and how much. 

Life Cycle Cost for company 
It is a sum of all costs incurred by the company. Depending 
on the case, this sum can be discounted or not, according to 
the organization’s preferences.  

Total Cost of Ownership for 
the user 

To understand the client’s perspective and benchmark the 
company’s offer to the competitors’. This can also be 
calculated both with discounted cash flows or non-
discounted ones. 

Payback Period To evaluate the risks connected to the project. 

Internal Rate of Return 
To compare the return rate of the project to the desired one 
or to that of other products/services under development. 

Table 3 – Economic indicators 

 
3.1.3 Social Indicators 
Social impact categories have been categorized with an innovative classification scheme. 
Three classes of categories are identified, containing different types of social indicators 
(Table 4):  

(i) The first class includes fundamental issues, characterized by Boolean indicators: 
acceptable or non-acceptable.  
(ii) The second class includes those impact categories that may influence economic 
and environmental impacts.  
(iii) Social categories belonging to the third class are issues, which do not have a 
widely recognized optimal value, but they differ according to the single case and 
cultural context. Thus, these are assessed through an audit system. 

Please note that what is intended in “health and safety of employees” (first class) is 
related to norms and standards and is expressible as a Boolean evaluation (respected or 
non-respected norms). “Physical work conditions” are instead included into a 
quantitative or semi-quantitative assessment (second class) and comprise more detailed 
indicators: fatalities and incidents, injuries, work-related diseases, etc.  

 

 

 

 

 

 

 

 

 



     

     
 

 

Class Categories 

Fundamental Issues 

Child labor 
Forced labor 

Health and safety of employees 
Corruption 

Respect for laws 
Degrading treatments 

Freedom of religion and opinion 

Influencial on economics and 
environment 

Allocation of profits 
Physical Work conditions 

Psychological and organizational work conditions 
Job satisfaction 

Other issues 

Gender discrimination 
Age discrimination 

Job for disabled 
Sustainable business partners 

Health and safety of users 
Intellectual property 

Ethics 
Local economy support 

Local community acceptance 
Freedom of expression 

Table 4 – Social classes and impact categories 

 
4. Case study 
The company in the case study (later referred to as “company”) is an agricultural machine 
and tractor manufacturer with a deep concern for sustainability issues. It has been 
selected for its trend to move towards different business models than traditional 
production-sale ones. They span from simple addition of services (such as maintenance, 
training and software), to Total Service Solutions. These new business models are 
ascribable to the concept of PSS. The possible benefits expected by the company are: 
reduction of emissions; waste and resource depletion; increase in farmers’ life quality 
through a better management and automation on the field; increase in profits / reduction 
of cropping costs. 
The case study aims at demonstrating all possible uses of the methodology. Section 4.1 
focuses on the first three uses of the methodology, in the case of fixed OEE scenarios. It is 
helpful to understand the continuous improvement scenarios, successively shown in 
Section 4.2. In continuous improvement scenarios, OEE may vary, leading to the need of 
adapting the PSS solutions in order to cope with such variations. This last use, with its 
strongest link to the concept of continuous improvement, envisions the relevant role of 
monitoring the PSS solution in time. 
 
4.1 Fixed OEE scenarios 

The demonstration initially consisted in the application of the methodology on a use case 
regarding the assessment of three different scenarios (S1, S2 and S3). The application of 
each step is explained herein. 
 
 
 



  

  

  

  
 

 

I Step 
In S1 the machine speed is the one obtainable with the current service level; S2 includes 
speed enhancing services, resulting in a 10% speed increase; S3 corresponds to a full 
logistic service solution, which allows a 20% increase from the basic S1 speed. The three 
scenarios are all based on the same physical product, only the offered services differ. The 
case study wants to show how sustainability improvements may be reached through a 
sensible addition of services to a certain product. In particular S1 and S2 consider 
product-oriented PSSs, and S3 result-oriented PSSs. The OEE levels resulting from the 
three scenarios are: OEE1=0.87; OEE2=0.93; OEE3=0.98 (where OEE = Performance level 
* Availability * Quality (Muchiri and Pintelon, 2008)). 
 
II Step 
System boundaries are, as defined by the methodology, different per each sustainability 
dimension. In particular, the environmental one considers both upstream resource 
depletion required for the production of materials and energy, and the emissions in the 
manufacturing and usage phases. Within the economic boundaries, the manufacturer and 
the user are considered both together and separately. Social boundaries include any 
person involved by the production or use of the PSS. 
 
III Step 
The company has visibility on three usage phases of its machines, therefore the lifecycle 
assessment will comprise four lifecycle phases including the manufacturing phase and 
the three usage phases, which are characterized by different performance levels, to keep 
into account the aging of machines. Since machines are made of good quality metals and 
materials, all components and materials are re-sold to developing countries and then 
recycled. From the company’s perspective these cannot be further controlled and, 
according to the methodology, are out of the system boundaries. 
 
IV Step 
The Service Unit was fixed as 50 hectares of field harvested with a speed of 6.7 hectares 
per hour. Services added to the product can increase the speed of the machine, thus rising 
OEE. As a consequence, the number of Service Units provided in the lifecycle of the PSS 
becomes also higher. 
 
V Step 
Environmental indicators are reported in Tables 1 and 2; Economic and social indicators, 
respectively, in Tables 3 and 4. 
 
VI and VII Steps have been performed at the company’s premises, where relevant data 
were collected and indicators were computed using the Excel files. It was possible to use 
the company’s internal data as sources. To reach a consistent integration, input data 
common to more than one dimension were carefully dealt with. The most critical phases 
resulting from this computations were the manufacturing phase for the consumption of 
resources and the fourth phase (3rd usage phase) for the emissions. The costs are highest 
in the second phase (1st usage phase) for the user and in the manufacturing phase for the 
company. The social burdens were fixed along the PSS lifecycle. 
 
 
 



     

     
 

 

VIII Step 
Results of the sustainability assessment have shown that, in the environmental sphere, 
each impact category reacts differently to the different scenarios. An example of 
differently impacted categories is shown in Table 5, where biotic materials, water 
consumption, acidification and terrestrial eutrophication potentials are decreasing, 
because the increased speed does not cause an addition in these emissions and the 
indicators are just affected by the growth in the number of Service Units (at the 
denominator of the computations). Soil depletion potential is not affected, because the 
lifecycle of the PSS does not need it; abiotic materials consumption is influenced to a 
limited extent, because the increase in number of Service Units balances the increase in 
materials needed for the increased speed (higher fuel consumption). Air consumption 
and global warming worsen their performances, because the increased fuel consumption 
uses more air for combustion and emits high quantities of CO2 that cannot be balanced 
by the increase in the number of Service Units. An overall view of the behaviour of other 
indicators along the three scenarios is given in Fig. 2. 
 

 Impact category S1 S2 ∆S1-S2 S3 ∆ S1-S3 Unit of measure 

Improving 

Biotic Materials 0.55 0.49 -9.1% 0.45 -16.7% kg/S.U. 

Water 
13 
802.72 

13 076.16 -5.3% 
12 
516.80 

-9.3% kg/S.U. 

Acidification 8.52 7.74 -9.1% 7.10 -16.7% SO2 eq kg/S.U. 

Terrestrial Euthrophication 1.44 1.31 -9.1% 1.20 -16.7% 
(PO4)3- eq 
kg/S.U. 

Not-affected 
Soil 0.00 0.00 - 0.00 - kg/S.U. 

Abiotic Materials 1178.00 1141,00 -3.1% 1116.29 -5.2% kg/S.U. 

Worsening 
Air 1 027.17 1 099.74 7.1% 1 174.70 14.4% kg/S.U. 

Global Warming 860.53 937.15 8.9% 1 014.52 17.9% CO2 eq kg/S.U. 

Table 5 - Differently impacted categories (S.U. stands for Service Unit) 
 
 



  

  

  

  
 

 

 
Figure 2 - Other environmental indicators 

 
The economic dimension reports a steep decrease in lifecycle costs for the company (-
9.1% in Scenario 2 and -16.7% in Scenario 3) and for the user (-7.4% and -13.4%). 
Lifecycle cost for the company comprised materials, service supply, energy, fuel, 
transportation, environmental certificates, labour costs; while users’ costs included: 
investment cost, service fees and fuel costs. All of them are discounted considering the 
different years in which they are borne. 
The social dimension does not record any quantifiable change in impacts to stakeholders. 
This is aligned with the expectations, since only marginal modification (for consumers, 
employees and local community) are introduced due to the additional services in the 
various scenarios. This example shows one of the main benefits of the integrated 
assessment methodology: it shows how changes benefit some indicators and worsen 
other aspects. 
 
4.2 Continuous improvement scenarios 
The methodology is particularly intended for its adoption in a continuous improvement 
context: thanks to the methodology, it is possible to monitor the sustainability 
performances of the PSS during its lifecycle, and to add new services or modify the 
existing ones whenever the performances are worse than expected. This belongs to the 
fourth use suggested in Section 3. It was not possible to validate it extensively, because it 
would require to monitor the PSS for a long period of time and the research had time 
constraints that are not comparable with the long life of a machine.  
 
 



     

     
 

 

I Step 
The new scope of the application is the following. Firstly, it is assumed that the customer 
chooses the basic service level, obtaining OEE1. S1 machine speeds are, under ideal 
conditions, 3.4 ha/h during the first two usage phases, and 3.2 ha/h in the third phase. 
However, it could be supposed that, due to bad operating conditions, the actual speed 
provided by the machines decreases 10% more in the transitions to the second usage 
phase and again 10% more than the expected 6% to the third usage phase. Resulting in 
speeds equal to 3.06 ha/h and 2.57 ha/h. In these conditions, OEE variations occur: as a 
reaction, the customer may be willing to increase the service going to the next service 
level (i.e. from the service level in S1 to that of S2 and from S2 to that of S3), in order to 
rise OEE and speeds. To this end, it is estimated that the same percentage in speed 
increase is obtained as in the previous analysis presented in Section 4.1, by shifting from 
one service level to the other: 10% and 20% respectively by shifting from S1 service level 
to that of S2 and from S2 service level to that of S3.  
Figure 3 presents a tree of possible paths that may be covered in such a scenario, where 
“Service level x” indicates the service level of Scenario Sx. In the second usage phase, it 
can be chosen to keep Service level 1, regardless of the poorer performance in speed 
terms, or to increase the service level to the next one in a “continuous improvement” 
approach, in order to gain a 10% increase in speed. Again in the third usage phase, it is 
possible to keep the service level as in the second usage phase or to shift it to the next 
level, as a reaction to the worse performance achieved. 
 

 

Figure 3 - Possible paths of continuous improvement 

 
 
II, III and V Steps are the same as in Section 4.1. IV and VI Steps have been performed 
again to compute the new number of Service Units and to collect the new required data. 
For each of the four possible paths, it is possible to compute the lifecycle sustainability 
impacts through the methodology (VII Step).  
 
 
 



  

  

  

  
 

 

VIII Step 
Table 6 presents an example of a comparison of the impacts of the possible paths. The 
outcome shows that lower impacts in all environmental impact categories are achieved 
by: (i) reacting to the worse performance, with a higher service level (therefore with 
higher OEE); and (ii) reacting sooner. The behaviour of the other environmental 
indicators is shown in the histograms in Fig. 4. The economic dimension also shows lower 
costs both for the company and for the customer, recording a percentage cost decrease 
per Service Unit between 2% and 4% both for the company and for the user, in each 
transition from one path to the following one. The social dimension, as in the 
demonstration in Section 4.1, has only marginal changes that do not need to be shown in 
the results of this analysis. 
 

 S1-S1-S1 S1-S1-S2 S1-S2-S2 S1-S2-S3 Unit of measure 

Biotic Materials 0.55 0.53 0.51 0.50 kg/S.U. 

Water 13 802.72 13 478.50 12 996.58 12 708.72 kg/S.U. 

Acidification 8.52 8.32 8.02 7.84 SO2 eq kg/S.U. 

Terrestrial 
Eutrophication 

1.44 1.40 1.35 1.32 (PO4)3- eq kg/S.U. 

Soil 0.00 0.00 0.00 0.00 kg/S.U. 

Abiotic Materials 1178.00 1150.33 1109.2 1084.63 kg/S.U. 

Air 1 027.17 1 003.04 967.18 945.75 kg/S.U. 

Global Warming 860.53 840.31 810.27 792.32 CO2 eq kg/S.U. 

Table 6 - Impacts of different paths (S.U. stands for Service Unit) 

 



     

     
 

 

 
Figure 4 - Other environmental indicators 

 

5. Discussion 
The methodology fulfils the initial objectives and the case study confirms its main 
benefits: (i) avoiding local improvements of impact categories that result in worsened 
performances in others and the (ii) continuous improvement usage that provides an idea 
of the proper “reaction” to bad performances. 
Lessons learnt from the case study related to activities critical for the methodology 
implementation are: (i) the setting of system boundaries is also a delicate matter, because 
they define which are the flows crossing them and those that are internal and must be 
accounted for; (ii)in the data collection phase, measure units must be clearly expressed 
and consistent with the “Service Unit” perspective; company representatives must be 
helped and guided in the definition of the proper Service Unit and in the collection of the 
appropriate data type. On the all, the implementation of the methodology, in order to be 
successful, must be characterized by requirements that are also common to TQM and 
sustainability driven organizational changes, such as management commitment, 
employee training, company culture.  

The methodology can be improved with further research that may address the creation 
of analytical connections between the three sustainability dimensions: this would create 
an even more integrated sustainability assessment of PSS solutions. In particular, it 
would represent a great improvement, if the second class of social categories - which is 
the most quantitative among the social burdens and already shown factors impacting on 
the other two sustainability dimensions - is linked with mathematical expressions to the 



  

  

  

  
 

 

environmental and economic assessment. Moreover, the second class of social categories 
could be further investigated to express it “per Service Unit”; this would align it to the 
other dimensions of sustainability. 
 

6. References 
Alting, L. and Brøbech Legarth, J. (1995). ‘Life Cycle Engineering and Design’, Annals of the CIRP, 
Vol. 44/2/1995. 

Asiedu, Y. and Gu, P. (1998). ‘Product life cycle cost analysis: state of art review’, International 
Journal Production Research, 1998 Vol. 36 No. 4 pp. 883-908. 

Aurich, J.C., Mannweiler, C., Schweitzer, E. (2010). How to design and offer services successfully’, 
CIRP Journal of Manufacturing Science and Technology, 72, 1-8.  

Baines, T., Lightfoot, H., Peppard, J., Johnson, M., Tiwari, A., Shehab, E. and Swink, M. (2009). 
‘Towards an operations strategy for product-centric servitization’, International Journal of 
Operations & Production Management, 29 (5), pp. 494-519.  

Biezma, M.V. and San Cristóbal, J.R. (2006). ‘Investment criteria for the selection of cogeneration 
plants—a state of the art review’, Applied Thermal Engineering, Volume 26, Issues 5–6, April 
2006, Pages 583–588. 

Cellini, S.R. and Kee, J.E. (2010). ‘Cost - Effectiveness and Cost - Benefit Analysis’, in Wholey, J.S. 
et al. (Eds), Handbook for practical program evaluation, Jossey-Bass a Wiley imprint, pp. 493-530. 

Cohen, M.A., Agrawal, N. and Agrawal, V. (2006). ‘Winning in the Aftermarket’, Harvard Business 
Review, May, 84 (5), pp. 129-138. 

Cole, R.J. and Sterner, E. (2000). ‘Reconciling theory and practice of life cycle costing’, Building 
Research & Information, 28 (5/6), pp. 368-375. 

Cooper, S.B., Elseifi, M., Mohammad, L.N. and Hassan, M. (2012). ‘Performance and Cost-
Effectiveness of Sustainable Technologies in Flexible Pavement Using the Mechanistic-Empirical 
Pavement Design Guide’, Journal of Materials in Civil Engineering, Vol. 24, No. 2, February 1, 2012, 
pp. 239-247. 

Coulter, S., Bras, B., Winslow, G. and Yester, S. (1998). ‘Designing for material separation: lessons 
from automotive recycling’, Journal of Mechanical Design, Vol. 120 no. 3, pp. 501-509.  

Crettaz, P., Pennington, D., Rhomberg, L., Brand, K. and Jolliet, O. (2002). ‘Assessing human health 
response in Life Cycle Assessment using ED10s and DALYs:part 1 – cancer effects’, Risk Analysis, 
22 (5), pp. 931-946. 

Curran, R., Gomis, G., Castagne, S., Butterfield, J., Edgar, T., Higgins, C. and McKeever, C. (2007). 
‘Integrated digital design for manufacture for reduced life cycle cost’, International Journal of 
Production Economics, 109 (2007), pp. 27-40. 

Derwent, R.G., Jenkin, M.E., Saunders, S.M. and Pillings, M.J. (1998). ‘Photochemical ozone creation 
potentials for organic compound in Northwest Europe calculated with a master chemical 
mechanism’, Atmospheric Environment, 32 (14/15), pp. 2429-2441. 

Dreyer, L.C., Hauschild, M.Z. and Schierbeck, J. (2006). 'A framework for Social Life Cycle Impact 
Assessment’, International International Journal of Life Cycle Assessment, 11 (2), pp. 88-97. 

http://www.sciencedirect.com/science/article/pii/S1359431105002243
http://www.sciencedirect.com/science/article/pii/S1359431105002243
http://www.sciencedirect.com/science/journal/13594311
http://www.sciencedirect.com/science/journal/13594311/26/5


     

     
 

 

Dreyer, L.C., Hauschild, M.Z. and Schierbeck, J. (2010). ‘Characterisation of social impacts in LCA. 
Part 1: Development of indicators for labour rights’, International Journal of Life Cycle Assessment, 
(2010) 15, pp. 247-259. 

Ekdunge, P. and Råberg, M. (1998). ‘The Fuel Cell Vehicle Analysis of Energy Use, Emissions and 
Costs’, International Journal of Hydrogen Energy, Vol. 23, No. 5, pp. 381-385. 

Fesanghary, M., Asadi, S. and Woo Geem, Z. (2012). ‘Design of low emission and energy-efficient 
residential buildings using a multi-objective optimization algorithm’, Buildings and environment, 
49 (2012), pp. 245-250. 

Finkbeiner, M., Inaba, A., Tan, R.V.H., Christiansen, K. and Klüppel, H.J. (2006). ‘The new 
international standards for Life Cycle Assessments: ISO 14040 and ISO 14044’. International 
Journal of Life Cycle Assessment, 11 (2), pp. 80-85.  

Frangopol, D.M., Lin, K.J. and Estes, A.C. (1997). ‘Life Cycle Cost Design of Deteriorating 
Structures’, Journal of Structural Engineering, 1997, 123(10), pp. 1390–1401. 

Gebauer, H. (2008). ‘Identifying service strategies in product manufacturing companies by 
exploring environment – strategy configurations’, Industrial Marketing Management, vol. 37, pp. 
278-291.  

Gebauer, H.. and Puetz, F. (2009). ‚Organisational structures for the service business in product-
oriented companies’, International Journal of Service Technology and  Management, 11(1), pp. 64-
81.  

Goffin, K. (1999). ‘Customer support – A cross-industry study of distribution channels and 
strategies’, International Journal of Physical Distribution and Logistics Management, 29(6), pp. 
374-397. 

Grefrath, C., Wagner, D. and Schreiber, V.S. (2012). ‘Impact of sustainable factors on life cycle 
oriented solution development’, The Proceedings of The XXIII ISPIM Conference 2012 Barcelona, 
Spain - 17-20 June 2012.  ISBN 978-952-265-243-0. 

Grießhammer, R., Benoît, C., Dreyer, L.C., Flysjö, A., Manhart, A., Mazjin, B., Méthot, A.L. and 
Weidema, B. (2006). ‘Feasibility Study: Integration of social aspects into LCA’, Task force 
“Integration of social aspects into LCA” of UNEP-SETAC Life Cycle Initiative (May 2006). [online] 
http://www.saiplatform.org/uploads/Library/UNEP-
SETACLifeCycleInitiativeTFonSocialIssues-FeasibilityStudy.pdf (accessed 30th October 2013). 

Hauschild, M.Z., Dreyer, L.C. and Jørgensen, A. (2008).‘Assessing social impacts in a life cycle 
perspective – Lessons learned’, CIRP Annals – Manufacturing Technology, 57 (2008), pp. 21-24. 

Hong, T.H., Kim, J.M. and Koo, C.W. (2011). ‘LCC and LCCO2 analysis of green roofs in elementary 
schools with energy saving measures’, Energy and Buildings, 45 (2012), pp. 229-239. 

Huijbregts, M.A.J., Thissen, U., Guinée, J.B., Jager, T., Kalf, D., van de Meent, D., Ragas, A.M.J., 
Wegener Sleeswijk, A. and Reijnders, L. (2000). ‘Priority assessment of toxic substances in life 
cycle assessment. Part I: calculation of toxicity potentials for 181 substances with the nested 
multi-media fate, exposure and effects model USES-LCA’, Chemosphere, 41, pp. 541-573. 

Hunkeler, D. and Rebitzer, G. (2003). ‘Life Cycle Costing - Paving the Road to Sustainable 
Development?’, International Journal of Life Cycle Assessment, 8 (2), pp. 109-110. 

http://www.saiplatform.org/uploads/Library/UNEP-SETACLifeCycleInitiativeTFonSocialIssues-FeasibilityStudy.pdf
http://www.saiplatform.org/uploads/Library/UNEP-SETACLifeCycleInitiativeTFonSocialIssues-FeasibilityStudy.pdf


  

  

  

  
 

 

International Organization for Standardization (1997). ISO 14040: 1997 (E) Environmental 
management – Life Cycle Assessment – principles and framework. Geneva, ISO. 

Social Accountability International (2008). SA8000: 2008 Social Accountability 8000. New York, 
SAI. 

Isaksson, R. (2005). ‘Economic sustainability and the cost of poor quality’, Corporate Social 
Responsibility and Environmental Management, 12 (2005), pp. 197-209. 

Isaksson, R. (2006). ‘Total quality management for sustainable development. Process based 
system models.’, Business Process Management Journal, vol. 12 no. 5, 2006, pp.632-645. 

Jørgensen, A., Le Bocq, A., Nazarkina, L. and Hauschild, M. (2008). ‘Methodologies for Social Life 
Cycle Assessment’, International Journal of Life Cycle Assessment, 13 (2), pp. 96-103. 

Karyagina M, Wong W, Vlacic L (1998). ‘Life cycle cost modeling using marked point processes’, 
Reliability Engineering and Systems Safety, 59 (1998), pp. 291-298. 

Klöpffer, W. (2003). ‘Life-cycle Based Methods for Sustainable Product Development’, 
International Journal of Life Cycle Assessment, 8 (3), pp. 157-159.  

Klöpffer, W. (2008). ‘Life-cycle sustainability assessment of products’, International Journal of Life 
Cycle Assessment, 13 (2), pp. 89-95. 

Lettenmeier, M. (2009). ‘Resource productivity in 7 steps. How to develop eco-innovative 
products and services and improve their material footprint’, Wuppertal: Wuppertal Inst. for 
Climate, Environment and Energy. [online] www.mips-online.info (accessed 30th October 2013).  

Mao, J. C. T. (1970). ‘Survey Of Capital Budgeting: Theory And Practice.’ The Journal of Finance, 
25: 349–360. doi: 10.1111/j.1540-6261.1970.tb00513.x. 

McAdam, R. and Leonard, D. (2003). ‘Corporate Social Responsibility in a total quality 
management context: opportunities for sustainable growth’, Corporate Governance, vol. 3 no. 4 
2003, pp.36-45. 

Mont, O. (2004). ‘Drivers and barriers for shifting towards more service-oriented businesses: 
analysis of the PSS field and contributions from Sweden’, Journal of Sustainable Product Design, 
2(3-4), 83-97. 

Moore, S.B. and Manring, S.L. (2009). ‘Strategy development in small and medium sized 
enterprises for sustainability and increased value creation’, Journal of Cleaner Production, 17 
(2009), pp. 276–282. 

Muchiri, P. and Pintelon, L. (2008). ‘Performance measurement using overall equipment 
effectiveness (OEE): literature review and practical application discussion’, International Journal 
of Production Research, 46 (13), pp. 3517-3535. 

O’Brian, M., Doig, A. and Clift, R. (1996). ‘Social and Environmental Life Cycle Assessment 
(SELCA). Approach and Methodological Development’, International Journal of Life Cycle 
Assessment, 1 (4), pp. 231-237. 

Oliva, R., and Kallenberg, R. (2003). ‘Managing the transition from products to services’. 
International Journal of Service Industry Management, 14(2), 160-172. Pehnt, M. (2006). ‘Dynamic 
life cycle assessment (LCA) of renewable energy technologies’, Renewable Energy, 31 (1), 55-71. 

http://www.mips-online.info/


     

     
 

 

Pennington, D., Crettaz, P., Tauxe, A., Rhomberg, L., Brand, K. and Jolliet, O. (2002). ‘Assessing 
human health response in Life Cycle Assessment using ED10s and DALYs: part 2 – non-cancer 
effects’, Risk Analysis, 22 (5), 947-963. 

Prakash, A. Mohanty, R.P. (2013). ‘Understanding service quality’. Production Planning & 
Control. 24 (12). 

 Rebitzer, G., Hunkeler, D. and Jolliet, O. (2003). ‘LCC – The Economic Pillar of Sustainability: 
Methodology and Application to Wastewater Treatment’, Environmental Progress, Vol. 22, No. 4, 
December 2003, pp. 241-249. 

Rebitzer, G. and Hunkeler, D. (2003). ‘Life Cycle Costing in LCM: Ambitions, Opportunities, and 
Limitations’, International Journal of Life Cycle Assessment, 8 (5), pp. 253-256.  

Rebitzer, G., Ekvall, T., Frischknecht, R., Hunkeler, D., Norris, G., Rydberg, T., Schmidt, W.P., Suh, 
S., Weidema,B.P. and Pennington, D.W. (2004). ‘Life cycle assessment. Part 1: Framework, goal 
and scope definition, inventory analysis, and applications’, Environment International, 30 (2004), 
pp. 701-720.  

Rebitzer, G. and Hunkeler, D. (2005). ’The Future of Life Cycle Assessment’, International Journal 
of Life Cycle Assessment, 10 (5), pp. 305-308.  

Reed, R., Lemak, D.J. and Mero, N. P. (2000). ‘Total quality management and sustainable 
competitive advantage’, Journal of Qualitu Management, 5 (2000), pp. 5-26.  

Ritthoff, M., Rohn, H. and Liedtke, C. (2002). ‘Calculating MIPS – resource productivity of products 
and services’, Wuppertal Institute for Climate, Environment and Energy. [online] www.mips-
online.info (accessed 30th October 2013). 

Ryan, C. (2000). ‘Dematerializing Consumption Through Service-substitution is a Design 
Challenge’, Journal of Industrial Ecology, 4(1), 3-6. 

Saur, K., Fava, J.A. and Spatari, S. (2000). ‘Life Cycle Engineering Case Study: Automobile Fender 
Design’, Environmental Progress, 19 (2), pp. 72-82. 

Seppälä, J., Knuutila, S. and Silvo, K. (2004). ‘Eutrophication of aquatic ecosystems. A new method 
for calculating the potential contributions of nitrogen and phosphorus’, International Journal of 
Life Cycle Assessment, 9 (2), pp. 90-100. 

Shapiro, K.G. (2001). ‘Incorporating Costs in LCA’, International Journal of Life Cycle Assessment, 
6 (2), pp. 121-123.  

Stahel, W. (2000). ‘”Products as Services”: The shift from product to services, 1998 to 2010’, 
Progress, no. 30, Dec 1999-Jan 2000. 

Tsai, W.-H. and Chou, W.-C. (2009). ‘Selecting management systems for sustainable development 
in SMEs: A novel hybrid model based on DEMATEL, ANP, and ZOGP’, Expert Systems with 
Applications, 36 (2009), pp. 1444-1458. 

Tukker, A. (2004). ‘Eight types of product service system; eight ways to sustainability? 
Experiences from SUSPRONET’, Business Strategy and the Environment, 13 (4), pp. 246-60. 

Tukker, A. and Tischner, U. (2006). ‘Product-services as a research field: past, present and future. 
reflections from a decade of research’, Journal of Cleaner Production, 14 (2006), pp. 1552-1556. 

http://www.mips-online.info/
http://www.mips-online.info/


  

  

  

  
 

 

United Nations General Assembly (1987). ‘Report of the world commission on environment and 
development: our common future’, Transmitted to the General Assembly as an Annex to 
document A/42/427 - Development and International Co-operation: Environment. [online] 
http://www.un-documents.net/our-common-future.pdf (accessed 30th October 2013). 

United Nations General Assembly (2005). ‘2005 world summit outcome’, resolution A/60/1, 
adopted by the General Assembly on 15 September 2005. [online] 
http://unpan1.un.org/intradoc/groups/public/documents/un/unpan021752.pdf (accessed 
30th October 2013). 

Utne, I.B., Brurok, T. and Rødseth, H. (2012). ‘A structured approach to improved condition 
monitoring’, Journal of Loss Prevention in the Process Industries, 25 (2012), pp. 478-488. 

Wang, K.H. and Sivazlian, B.D. (1997). ‘Life Cycle Cost Analysis for Availability Systems with 
Parallel Components’, Computers and Industrial Engineering, Vol. 33 Nos 1-2, pp. 129-132. 

Weidema, B. (2006). ‘The Integration of Economic and Social Aspects in Life Cycle Impact 
Assessment’, International Journal of Life Cycle Assessment, 11 (Special Issue 1), pp. 89-96. 

Weidema, B., Wenzel, H., Petersen, C. and Hansen, K. (2004). ’The product, functional unit and 
reference flows in LCA’, Environmental News, 70. Danish Environmental Protection Agency, 
Danish Ministry of the Environment. [online] http://gfc.force.dk/resources/777.pdf (accessed 
30th October 2013). 

Wise, R. and Baumgartner, P. (1999). ’Go downstream - the new profit imperative in 
manufacturing’, Harvard Business Review, 77(5), pp. 133-141.  

World Meteorological Organization (WMO): Scientific Assessment of Ozone Depletion: 2006. 
[online] http://www.wmo.int/pages/prog/arep/gaw/ozone_2010/documents/Ozone-
Assessment-2010-complete.pdf (accessed 30th October 2013). 

Woodward, D.G. (1997). ‘Life cycle costing – theory, information acquisition and application’, 
International Journal of Project Management, Vol. 15, No. 6, pp. 335-344. 

Züst, R. and Caduff, G. (1997). ‘Life Cycle Modelling as an Instrument for Life Cycle Engineering’, 
Annals of the CIRP, Vol. 46/1/1997, pp 351-354.  

 

http://www.un-documents.net/our-common-future.pdf
http://unpan1.un.org/intradoc/groups/public/documents/un/unpan021752.pdf
http://gfc.force.dk/resources/777.pdf
http://www.wmo.int/pages/prog/arep/gaw/ozone_2010/documents/Ozone-Assessment-2010-complete.pdf
http://www.wmo.int/pages/prog/arep/gaw/ozone_2010/documents/Ozone-Assessment-2010-complete.pdf

